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LSHM-1000W-LV(57K) 5700K 20 / Luminaire Data Sheet

See our luminaire catalog for an image of the luminaire. 

Luminous emittance 1: 

Luminaire classification according to CIE: 100
CIE flux code: 91  96  99  100  100

Due to missing symmetry properties, no UGR table can 
be displayed for this luminaire.
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LSHM-1000W-LV£¨57K) 5700K 40 / Luminaire Data Sheet

See our luminaire catalog for an image of the luminaire. 

Luminous emittance 1: 

Luminaire classification according to CIE: 100
CIE flux code: 94  97  99  100  100

Due to missing symmetry properties, no UGR table can 
be displayed for this luminaire.
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Exterior Scene 1 / Planning data

Light loss factor: 0.80, ULR (Upward Light Ratio): 2.0% Scale 1:564

Luminaire Parts List

No. Pieces Designation (Correction Factor) � (Luminaire) [lm] � (Lamps) [lm] P [W]

1 2 LSHM-1000W-LV(57K) 5700K 20 (1.000) 162100 162297 1003.8

2 4 LSHM-1000W-LV£¨57K) 5700K 40 (1.000) 162804 162875 1002.9

Total: 975415 Total: 976094 6019.2
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Exterior Scene 1 / Luminaire parts list

2 Pieces LSHM-1000W-LV(57K) 5700K 20
Article No.: LSHM-1000W-LV(57K)
Luminous flux (Luminaire): 162100 lm
Luminous flux (Lamps): 162297 lm
Luminaire Wattage: 1003.8 W
Luminaire classification according to CIE: 100
CIE flux code: 91  96  99  100  100
Fitting: 1 x 5050 (Correction Factor 1.000).

See our luminaire catalog 
for an image of the 

luminaire. 

4 Pieces LSHM-1000W-LV£¨57K) 5700K 40
Article No.: LSHM-1000W-LV£¨57K)
Luminous flux (Luminaire): 162804 lm
Luminous flux (Lamps): 162875 lm
Luminaire Wattage: 1002.9 W
Luminaire classification according to CIE: 100
CIE flux code: 94  97  99  100  100
Fitting: 1 x 5050 (Correction Factor 1.000).

See our luminaire catalog 
for an image of the 

luminaire. 
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Exterior Scene 1 / Luminaires (layout plan)

Scale 1 : 411

Luminaire Parts List

No. Pieces Designation

1 2 LSHM-1000W-LV(57K) 5700K 20

2 4 LSHM-1000W-LV£¨57K) 5700K 40
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Exterior Scene 1 / Sport Luminaires (Coordinates List)

Scale 1 : 411

List of the Sport Luminaires

Luminaire Index Position [m] Aiming Point [m] Angle [°] Alignment Pole
X Y Z X Y Z

LSHM-1000W-LV£¨57K) 5700K 40 1 18.282 0.000 20.000 8.000 13.700 0.000 49.4 (C 90, G IMax) /

LSHM-1000W-LV£¨57K) 5700K 40 2 19.718 0.000 20.000 30.000 13.700 0.000 49.4 (C 90, G IMax) /

LSHM-1000W-LV£¨57K) 5700K 40 3 18.282 60.000 20.000 8.000 46.300 0.000 49.4 (C 90, G IMax) /

LSHM-1000W-LV£¨57K) 5700K 40 4 19.718 60.000 20.000 30.000 46.300 0.000 49.4 (C 90, G IMax) /
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Exterior Scene 1 / Sport Luminaires (Coordinates List)

List of the Sport Luminaires

Luminaire Index Position [m] Aiming Point [m] Angle [°] Alignment Pole
X Y Z X Y Z

LSHM-1000W-LV(57K) 5700K 20 5 19.000 0.000 20.000 19.000 33.589 0.000 30.8 (C 90, G IMax) /

LSHM-1000W-LV(57K) 5700K 20 6 19.000 60.000 20.000 19.000 26.411 0.000 30.8 (C 90, G IMax) /
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Exterior Scene 1 / 3D Rendering
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Exterior Scene 1 / False Color Rendering
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Exterior Scene 1 / Tennis 1 Calculation Grid (PA) / Isolines (E, Perpendicular)

Values in Lux, Scale 1 : 258
Position of surface in external scene:
Marked point: (1.000 m, 1.000 m, 
0.000 m)

Grid: 15 x 7 Points 

E
av

 [lx] E
min

 [lx] E
max

 [lx] u0 E
min

 / E
max

311 50 486 0.16 0.10
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Exterior Scene 1 / Tennis 1 Calculation Grid (PA) / Value Chart (E, Perpendicular)

Values in Lux, Scale 1 : 258

Position of surface in external scene:
Marked point: (1.000 m, 1.000 m, 
0.000 m)

Grid: 15 x 7 Points 

Eav [lx] Emin [lx] Emax [lx] u0 Emin / Emax

311 50 486 0.16 0.10
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Exterior Scene 1 / Tennis 2 Calculation Grid (PA) / Isolines (E, Perpendicular)

Values in Lux, Scale 1 : 258
Position of surface in external scene:
Marked point: (1.000 m, 21.000 m, 
0.000 m)

Grid: 15 x 7 Points 

E
av

 [lx] E
min

 [lx] E
max

 [lx] u0 E
min

 / E
max

285 84 599 0.29 0.14

Page 12



Project 1

13.06.2019

Operator
Telephone

Fax
e-Mail

Exterior Scene 1 / Tennis 2 Calculation Grid (PA) / Value Chart (E, Perpendicular)

Values in Lux, Scale 1 : 258

Position of surface in external scene:
Marked point: (1.000 m, 21.000 m, 
0.000 m)

Grid: 15 x 7 Points 

Eav [lx] Emin [lx] Emax [lx] u0 Emin / Emax

285 84 599 0.29 0.14
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Exterior Scene 1 / Tennis 3 Calculation Grid (PA) / Isolines (E, Perpendicular)

Values in Lux, Scale 1 : 258
Position of surface in external scene:
Marked point: (1.000 m, 41.000 m, 
0.000 m)

Grid: 15 x 7 Points 

E
av

 [lx] E
min

 [lx] E
max

 [lx] u0 E
min

 / E
max

311 50 486 0.16 0.10
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Exterior Scene 1 / Tennis 3 Calculation Grid (PA) / Value Chart (E, Perpendicular)

Values in Lux, Scale 1 : 258

Position of surface in external scene:
Marked point: (1.000 m, 41.000 m, 
0.000 m)

Grid: 15 x 7 Points 

Eav [lx] Emin [lx] Emax [lx] u0 Emin / Emax

311 50 486 0.16 0.10
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